NETWOX

Eficienciae
praticidade na
sua instalacao!
Conector Modular
Plug RJ45, Cat.6A
Blindado, STP
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www.networx.ind.br
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NETWOX

Terminacao para uso em campo com travamento de encaixe
Faz parte das especificacOes de cabeamento de par
trancado de Ultima geracao, oferece a largura de banda do
cabeamento de Categoria 6A /7

Seu design exclusivo com sistema “Tooless” oferece uma
experiéncia de instalacao rapida e facil

Dispensa o uso de alicate para crimpagem

Tampa de protecao para os contatos frontais até a insercao
/ instalacao

Embalado individualmente em sacola plastica

PoE, PoE Plus, UPoE (IEEE 802.3an)

. Operaflon lemperature:40C o 80°C, Relative humldity: B5%(30°C), Alr pressure: 70-106Kpa,

11,60 =
. Gold Plated Phosphor Bronze Blad e: phosphor bronze and gold plaing (3~50ulnch), Mmml\wm\m
than 750 cycles ;

B
Feiva)
. Ant-burn performance: product made from Kirslta \ PC or PCB{ULS4V-0), mesting the Intsrnational standard :

15,80 15,80 . Intermedate resistance: no more than 20m ohm |n normal atmesphere pressure (not Including bulk resistor)
C ! . Insuiated resistance: no less than 1,000M ohm n normal atmosphere pressure ; L
. Intenslty of ant-currency; DC 1,000V (AC,700V), no puncture and fash-over phenomenon In one minute :
. Retention strength: 7.7kg between jack and plug.
. Label: clear |abel to ensure easy to management ;

CATB/CATBA Class Ea RJ4S plus to be assembled In the fleld TITLE:
- UTPBFTP TYPE: 1 plece Design

1 - Easy Assembly - easlly terminated In the fleld In 2 minute without any spedial tools INCH MM 1
- Wire Connection: Stranded wire AWG 27/7 to 2217, wire d ameter from 0.46 to 0.76 mm X 015 30
. Wire Connection: Solld wire AWG 26/1 to 22/1, wire diameter from 0.4 to 0,76 mm - -
+ Transmisslon Charactsristics: GATEA per |SONEG 11801 Ed.2.2:2011-08 XX 010 .10
+ Comgllance wiih dlass Ea to ISO/EIC 11801 Ed,2.2.2011-08, DIN EN 50173-1:2011-09 10 GB 005 05 TITLE: CATEA PLUG
|t Sultable according to IEEE B02.3an XXX . .
* Sultable for Power over Ethemel(PoE, PoE plus, and UPoE)
D| - cable Jackst Diameter from & to .5 mm DRAWN BY MA P/N:
+ - Adjustable Straln Rellef (§mm to 9.6mm Cable OD) D
+  Load Bar for Faster and Easler Wire Fattern Termination SCALE 11
- Reconnectable CHECK BY REV
UNIT MM
SHEET 11
APPD BY DATE ainens | DWG NO
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